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GENERAL NOTES

1. This drawing shall be used where guardrail transition type GP

is specified to connect W-beam guardrail
bent collision wall.

The details on this drawing are for the

2.
of the deflector components for connecting guardrail transition
type GP to a pier or frame bent collision wall.

3. The anchor bolt shall be anchored with a chemical anchor

Anchor Systems.

é” R, Stiffener

system shown on the Department's List of Approved Chemical

to a pier or frame

assembly and installatiorn

T o
S '— S a " ' "
:?‘T E;lnbzd H .L B 10" x g x 2'-8 pb E”L ] yp at stiffeners
= = = _ —tq{ -
| Bend line 5| : c ,g,. _g.
i 1,_10% ' 6" -6 :-< n ) 7
AT ‘ _PaTy Al =
End of square nose pier | L
1 3”1 8" 11_6& I—l 1-6
PLAN| 1"¢# holes for §" .
iti high strength bolts | Bend Line —=
T t t GP gh streng N " Zn
. Transition type B 32" x gu X 4-8" pa— ‘ & hfl é # holes for §"# anchor bolts
§'# anchor bolt -;: 777# i - e
Nose deflector, square ,77i7+ ®
/ DI = o
[=}
"""""" T B e gl \
N&Q ,77’,
i 3 o
e S
,,,,,,,,,,,, L E SR pb\
BN Lé” R, Stiffeners

5 — §" high strength bolts
(2 washers per bolt)

ELEVATION

ATTACHMENT AT SQUARE NOSE PIER

INDIANA DEPARTMENT OF TRANSPORTATION

DETAIL OF NOSE DEFLECTOR — SQUARE

TRANSITION AT PIER

SEPTEMBER 1998

TYPE GP

STANDARD DRAWING No.E 601-TPGP-01

\\\\nuum,,,

¢\_;9

N STATE OF
%, ~1Np|mt~
a,/ /ON L ‘6‘%\

TN

DETAILS PLACED IN THS FORMAT 1-15-99

s/ Anthony L. Uremovich 11-15-99
DESI GN STANDARDS ENG NEER DATE

/s/ Firooz Zandi 11-15-99
CHI EF H GHMAY ENG NEER DATE
ORIGNALLY APPROVED 9-01-98

[DESI GN STANDARDS ENGI NEER




Radius A B C D
-0 23 94 1" 23"
1-1% 28 104 off' 48"
-3 13 113 8" 4
1-4% 14 124 g4 78"
-6 1} 133 61" 83"
/» E” R, washer @
oo US
Y 9 "
f { Embed. E # anchor bolt @
§"9 high
strength bolts o
T
=
TRE ~ ‘ = Bend line
1" 1'—0% 16" | 6" 11'-6
—!— Radius axis of round nose pier
PLAN ‘
L Guardrail Transition type GP
r 21—%8”$ 1'_6% g”ﬂ anchor bolt
‘ : N Nose deflector, round
| | |/
—\
,_g :;,Jﬂlgl,, o < - - sz
Sred P[] = - —- .
AIP u_l? ™~ - < 1 | - _ EIQ
g T teTT T %
=

5 — "% high strength bolts
(2 washers per bolt)

ELEVATION

ATTACHMENT

AT ROUND NOSE PIER

1"¢9 holes for
E” high strength
bolts

GENERAL NOTES

This drawing shall be used where guardrail transition type GP
is specified to connect W-beam guardrail to a pier or frame

bent collision wall.

The details on this drawing are for the assembly and installation
of the deflector components for connecting guardrail transition
type GP to a pier or frame bent collision wall.

See Standard Drawing E 601-TPGP-01 for anchor bolt and plate

washer details.

——R "B" x §" x 2-8
+——4" R, Stiffener

43| 8}
1-03

i \—9—i%Typ. at stiffeners

‘x 3" slotted holes for Z” anchor bolts

Bend line
W
T T
ES
H—-+
7
H—-+
|| P
w.o_

R 28 x x5 —7 &

+— 4" P Stiffeners

DETAIL OF NOSE DEFLECTOR - ROUND

INDIANA DEPARTMENT OF TRANSPORTATION

TRANSITION AT PIER

TYPE GP
SEPTEMBER 1998

STANDARD DRAWING No.E 601-TPGP-02

S DETALS PLACED IN THIS FORMAT  11-15-99
SN b VR,
S0,
No ‘=2 lfs/Anthony L Uremovich 11-15-99
- i | DES'GN STANDARDS ENG NEER  DATE
18095 a:
\, STATE OF 'g‘ 5
., Soas ivpn e
’a,j%‘/om’fb{a\‘f\e‘ /s/ Firooz Zandi 11-15-99
™ CH EF H GHMAY ENG NEER DATE
DESI GN STANDARDS ENG NEER] ORIGINALLY APPROVED 9-01-98




	E601-TPGP-01
	BACK

	E601-TPGP-02
	BACK


